Model HB59 Steel Enclosure

Industrial Enclosure for Dust and Water Protection

- Rugged but Serviceable too.
- 110VAC Receptacle Included
- Security Clasp included for “Laser Lockdown”

“The Laser shoots out of the side of the box!”
Use indoors and outdoors on cranes, gantries, security installations, loading docks, machinery and conveyors.

“ORDER TODAY” TOLL FREE 1-800-598-5973

L59AC shown with AP98A Magnetic Support Assembly.
(Includes AP94A Adjustable Mounting “L” Bracket.)

L59AC Industrial Alignment Module

- 12mm Diameter Optics – Shoots a tight beam over 1,000 feet. This is a long distance.
- Solid Brass – Won’t spark or rust.
- All Glass Optics – Will remain visible in smoke, rain or oily environments.
- Dot size smaller than a “Dime” at 100 feet – You can see the dot in direct sunlight.

Specifications:

Model L59AC  Industrial Alignment Module

- Power: 110VAC or 4-24VDC (Model L59DC)
- Laser: 635 nm, Class IIIa < 5 mw
- Material: Solid Brass, Waterproof, IP67
- Range: Over 500 ft. 150M
- Accuracy: +/- 1/8” @ 100 ft.
- Dimension: 1” Dia. x 4” L
  (25.4mm) x (101.6mm)
- Weight: 1 lb. 8 oz.

Mfg. By LASER TOOLS CO., INC.

© Laser Tools Co., Inc. April 2006